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EXPERT REPORT ON COMPONENTS





No. 200411186

On the compliance with regulations of a vehicle in the case of the agreed incorporation or fitting in addition of components in accordance with § 19 Sect. 3 no. 4 of the StVZO (Ordinance for Road Vehicle Licencing) 

For the component / 

The change in question

:
replacement brake pipes

Of the type



:
type 1

From the manufacturer 

:
Goodridge (UK) Ltd.

Exeter

Airport Business Park

GB EX5 2OP Exeter

0 Instructions for the vehicle owner

Realisation and confirmation without delay of the inspection of the change which has been made: 

The change which has been made means that the type approval of the vehicle will lapse if the inspection of change which has been made in accordance with § 19 Sect. 3 no. 4 of the StVZO (Ordinance for Road Vehicle Licencing) is not realised and confirmed without delay or if the conditions which have been laid down for this change are not complied with. 

After the technical change has been carried out the vehicle is without delay to be taken to an officially recognised specialist expert or member of the testing personnel of a technical testing body or to a test engineer of an officially recognised supervisory organisation for the prescribed inspection of the change to be carried out and confirmed, and this Expert Report on Components is also to be submitted.

Compliance with instructions and conditions:

The instructions and conditions detailed under III and IV are to be complied with.

Documents which are also to be provided:

After the inspection has been carried out the evidence with the confirmation of the change is to be brought along with the motor vehicle documentation and is to be shown to the competent persons upon request; this is not required if the vehicle documentation has already been corrected. 
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Correction of the vehicle documentation:

The correction of the vehicle documentation (registration document and log book, vehicle certificate, and  type approval in accordance with § 18, Sect. 5 of the StVZO or its index of appendices) by the competent licencing body is to be applied for by the owner of  the vehicle in accordance with that which is laid down in the document giving confirmation that the change has been made following proper procedures.

Any other stipulations are to be seen in the document giving confirmation that the change has been made following proper procedures.

Motor Vehicle Testing Centre

     (address as in original)

Test laboratory, accredited as a technical service body with the Federal Office for Motor Traffic, Federal Republic of Germany, under DAR registration number KBA-P-00006-95
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Manufacturer:

Goodridge (UK)        Export report on                 200411186

           components no.  

Type:


Type 1

1. Range of  application

Motor vehicle manufacturer

: All

Vehicle type



: passenger vehicle, motorcycles

Further details required or

restrictions concerning range

of application for motor vehicles
: For use only on motorcycles without ABV*

II 
Description of the components / of the scope of the change

Type




: Type 1

Design




: --

Trade name



: --

Identification



: Goodridge, date of manufacture and 






  Type 1 as well as FMVSS 106

Type




: printed on the shrink pipe

Place




:  shrunk onto the pipe

Technical data / description

: replacement brake pipe, flexible high pressure






  pipe with different connection fittings






  external diameter; 5 – 6.3 mm






  internal diameter: 3.2 mm






  materials:






          Tube:
Teflon






          Casing:  stainless steel mesh






          Connection fittings: chrome – plated or 









       zinc – plated steel,









       or if desired stainless









       steel, or if desired 









       anodised aluminium







Anti-kink material: elastomer

* automatic anti-lock system
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III. 
Directions concerning the extent to which this may be combined with other

            changes

This change has not been examined with respect to the extent to which this may be combined with other changes.

IV. Instructions and conditions

Instructions and conditions concerning the fitting of additional components.

Type 1 replacement brake pipe in connection with the series production braking system or other approved components.
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Manufacturer:

Goodridge (UK)        Export report on                 200411186

           components no.  

Type:


Type 1

Instructions and conditions concerning the inspection of  the change made

An inspection check is to be carried out to ensure that the component /vehicle which is being submitted complies with the construction designs described in this expert report on components and that it falls within the range of application which is detailed under point I.

The tests are to include those concerning the expert and correct fitting and the laying of the replacement brake pipes, and at least one function / tightness test is to be carried out.

Rebound and spring deflection processes as well as steering movements may not lead to twisting or kinking of the pipes, and the standard series production connection points have to be used, the pipes must be laid such that they are chafe – and tension – free, even with the max. rebound and spring deflection.

It is necessary to submit the confirmation from an authorised workshop concerning the expert and correct fitting such that the confirmation document has an original stamp and signature. We recommend that this confirmation as well as the expert report on components is retained after the inspection of the change.

Instructions and conditions concerning the owner of the vehicle:

Correction of the vehicle documentation:

Correction of the vehicle documentation is not compulsory but is possible.

If this correction should take place on the request of the owner of the vehicle then the following wording  is proposed for insertion under figure 33:

Figure

Entry

                  WITH REPLACEMENT BRAKE LINES OF TYPE 1 D FROM 



THE COMPANY GOODRIDGE

V. Basis for testing and test results

Basis for testing

71/320/EEC in the version 98/12/EC, FMVSS 106, StVZO
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Test results

The tests in accordance with FMVSS 106 and the brake measurements  will be carried out on the replacement brake pipes.

Negative effects on the activation of the operational brake systems and the braking behaviour of the test vehicle as a consequence of  the replacement brake pipes were not ascertained

A negative influence on the control response of the ABV system was not ascertained on the vehicles tested (passenger vehicle, see also point 1).
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Manufacturer:

Goodridge (UK)        Export report on                 200411186

           components no.  

Type:


Type 1

VI. Appendices

1. Photo of the selected fitting variants

2. Fitting instructions

VII. Final  certification

It is hereby certified that the vehicles  described in the range of application,  after the change which has been made and the inspection of the change which has been realised and confirmed while taking into account the instructions /conditions detailed in  this expert report on components, do to this extent comply with the stipulations of the StVZO in their currently valid version.

The manufacturer (holder of the expert report on components)  has provided the evidence (reg. No. 16867)  that  he maintains a quality control system in accordance with Appendix XIX, section 1 of the StVZO.

The expert report on components comprises pages 1 – 4 including the appendices listed under VI and  may only be duplicated and passed on to others in its complete version with the full wording.

The expert report on components loses its validity if technical changes  are made to vehicle component or if changes which are  made to the type of  vehicle described  have an influence on the use of the component or else if there are any changes to the legal basis for validity.

Dresden, 13.04.2004






Stamp:

Sign.




TECHNICAL SERVICE

Dipl. Eng. K. Wellner


DEKRA GMBH

Specialist Expert
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Manufacturer:

Goodridge (UK)        Export report on                 200411186

           components no.  

Type:


Type 1

Appendix 1:  Photo of an example

